PLACE 2 TIES AT LOWEST POSSIBLE HEIGHT THAT WILL STILL PROVIDE ADEQUATE SUPPORT TO THE HEAD OF THE TREE.
TREE SUPPORT TIES SHALL BE HEAVY DUTY .008 GAUGE 1" WIDE "TREE TYPE".

2" OR 2" X 2" TREATED STAKES AT 90° TO PREVAILING WIND.

PLACE CROWN MIN. 1" ABOVE SIDEWALK.

2 AGRIFORM PELLETS OR AS RECOMMENDED FOR SIZE AND TYPE OF TREE.
AUGERED SOIL SHALL BE CONSOLIDATED TO MIN. 80% RELATIVE COMPACtion.

NOTES:
1. TREE QUALITY SHALL BE IN ACCORDANCE WITH THE GUIDELINE SPECIFICATIONS FOR NURSERY TREE QUALITY, THAT CAN BE FOUND ON http://www.urbanstreet.org/newspecs.asp.

2. CONDITION OF TREE—TREE SHALL BE FREE OF INJURY AND DISEASE AND SHALL HAVE NO CIRCULAR, DAMAGED, OR GIRDLING ROOTS.

3. TYPE OF TREE—AS SPECIFIED BY THE PUBLIC WORKS DEPARTMENT.

4. SIZE OF TREE—SHALL BE 15 GALLON, 1-INCH MINIMUM CALIPER, 7-FOOT MINIMUM HEIGHT OR LARGER AND A CANOPY SPREAD OF 2'-3', AS REQUIRED BY DEVELOPMENT APPROVAL.

5. ROOT BARRIERS—NEW SUBDIVISION TREES SHALL HAVE AN APPROVED ROOT BARRIER INSTALLED TO A MINIMUM DEPTH OF 24".