MIN. DESIGN SPEED 35 M.P.H.
MIN. RADIUS = 500 FT.
MIN. T.I. = 6.5

P/C/C SIDEWALK
OVER 4" A.S.B.

SLOPE = 1/4 PER FT.

MIN. 2 1/2 TYPE "B"
A.C. PAVEMENT.

SLOPE = 2%

6" MINIMUM
AGGREGATE BASE.

7" AGGREGATE SUBBASE MINIMUM,
OR AS DIRECTED BY ENGINEER.

COMPACTED SUBGRADE.

MIN. DESIGN SPEED 40 M.P.H.
MIN. RADIUS = 1000 FT.
MIN. T.I. = 7.0

P/C/C SIDEWALK
OVER 4" A.S.B.

SLOPE = 1/4 PER FT.

5" MIN. TYPE "B"
AC TO BE LAID IN
2 1/2" MAX. LIFTS.

SLOPE = 2%

13" MINIMUM
AGGREGATE BASE

COMPACTED SUBGRADE.

NOTE:
NEWMY CONSTRUCTED OR RESURFACED STREETS AND ALLEYS SHALL NOT BE TRENCHED DURING THE
TWO-YEAR PERIOD AFTER PAVING UNLESS APPROVED BY THE ENGINEER.